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DETAILED ACTION 
This office action is in response to application filed on September 29, 1999 (Paper No. 1). 
Original application contained Claims 1-31. Therefor, presently Claims 1-31 are pending for 
consideration. 



1 . The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 
A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a foreign country or in public use or on 
sale in this country, more than one year prior to the date of application for patent in the United States. 



2. Claiml-3 1 rejected under 35 U.S.C. 102(b) as being anticipated by Mittra (U. S. Patent 
5,748736). 

3. Regarding Claim 1 Mittra teaches and describes a method for managing addition and 
deletion of network nodes from and to a secure multicast or broadcast group of nodes in a 
communications network without a single point of failure, wherein each of the nodes is 
associated with one of a plurality of replicated group controllers and wherein the nodes and the 
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group controllers are logically organized in a binary tree that represents the network nodes and 
the group controllers, in which leaf nodes of the binary tree represent network nodes that are 
joining or leaving the group, intermediate nodes represent other network nodes, and root nodes 
represent the group controllers (Fig. 1-3), the method comprising the steps of: 

joining one of the group controllers to the plurality of replicated group controllers in a 
local network, establishing, by one of the group controllers, a secure communication channel 
between one of the group controllers and another of the group controllers using a key exchange 
protocol, and receiving a request to add or delete a node of the group from a load balancer that is 
coupled to the plurality of group controllers; creating and storing a new group session key for 
each node in each branch of is the tree that is affected by adding or deleting the node from the 
group; distributing a group session key from one of the group controllers to the network nodes 
(col.7 line 25 to col.8 line 65). 

4. Regarding Claim 1 1 Mittra teaches and describes computer-readable medium comprising 
one or more sequences of instructions for managing addition and deletion of network nodes from 
and to a secure multicast or broadcast group of nodes in a communications network without a 
single point of failure, wherein each of the nodes is associated with one of a plurality of 
replicated group controllers and wherein the nodes and the group controllers are logically 
organized in a binary tree that represents the network nodes and the group controllers, in which 
leaf nodes of the binary tree represent network nodes that are joining or leaving the group, 
intermediate nodes represent other network nodes, and root nodes represent the group 
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controllers, and which instructions, when executed by one or more processors, cause the 
processors to carry out the steps of (Fig. 1-3): 

-joining one of the group controllers to the plurality of replicated group controllers in a 
local network, establishing, by one of the group controllers, a secure communication channel 
between one of the group controllers and another of the group controllers using a public key 
exchange protocol, receiving a request to add or delete a node of the group from a load balancer 
that is coupled to the plurality of group controllers, creating and storing a new group session key 
for each node in each branch of the tree that is affected by adding or deleting the node from the 
group, and distributing a group session key from one of the group controllers to the network 
nodes (col.6 line 45 to col.61, and col.7 line 25 to col.8 line 65). 

5. Regarding Claim 21 Mittra teaches and describes a method of managing addition and 
deletion of network nodes form and to a secure multicast or broadcast group of nodes in a 
communications network, wherein each of the nodes is associated with a first group controller 
comprising information that is replicated in a plurality of group controllers, and wherein the 
nodes and the group controllers are logically organized in a binary tree that represents the 
network nodes and the group controllers, in which leaf nodes of the binary tree represent network 
nodes that are joining or leaving the group, intermediate nodes represent other network nodes, 
and root nodes represent the group controllers (Fig. 1-3), the method comprising the steps of: 

joining the first group controller in a local network in which the plurality of group 
controllers are coupled establishing a secure channel between the first group controller and the 
plurality of group controllers through secure key exchange; receiving a request to add or delete a 
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node from a load balancer that controls distribution of requests to the group controllers 
generating a new group session key for each node in each branch of the tree that is affected by 
adding or deleting the node from the group, and distributing the group session key from the first 
group controller to the other group controllers over the secure channel (col. 6 line 4 to col. 7 line 
15, col.7 line 25 to col.8 line 65, and col.13 line 57 to col.14 line 10). 

6. Regarding Claim 24 Mittra teaches and describes a method for creating a secure multicast 
or broadcast group (Fig. 1 -3), the method comprising the steps of, 

establishing a secure communication channel among a plurality of group controllers via a 
public key exchange protocol, load balancing traffic emanating from a plurality of nodes to the 
plurality of group controllers (col.9 line 48 to line 62); and 

distributing a group session key by one of the group controllers based upon a logical 
arrangement of the nodes in a binary tree structure, the binary tree structure having a root node, 
intermediate nodes, and leaf nodes, wherein the plurality of nodes correspond to leaf nodes of the 
binary tree structure and the group controllers correspond to the root node (col.13 line 37 to 
coo. 14 line 48). 

7. Regarding Claim 3 1 Mittra teaches and describes a computer system that can manage 
addition and deletion of network nodes from and to a secure multicast or broadcast group of 
nodes in a communications network without a single point of failure, wherein each of the nodes 
is associated with one of a plurality of replicated group controllers and wherein the nodes and the 
group controllers are logically organized in a binary tree that represents the network nodes and 
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the group controllers, in which leaf nodes of the binary tree represent network nodes that are 
joining or leaving the group, intermediate nodes represent other network nodes, and root nodes 
represent the group controllers, the computer system comprising: 

- a load balancer coupled to the group controllers for interfacing inbound service requests 
to a selected one of the group controllers, a bus coupled to the load balancer for transferring data, 
one or more processors coupled to the bus for selectively generating a group session key under 
control of program instructions, a memory coupled to the one or more processors via the bus, one 
or more sequences of program instructions stored in the memory which, when executed by the 
one or more processors cause the one or more is processors (col. 6 line 45 to line 61) to perform 
the steps of: 

joining one of the group controllers to the plurality of replicated group controllers in a 
local network, establishing, by one of the group controllers, a secure communication channel 
between one of the group controllers and another of the group receiving a request to add or 
delete a node of the group from a load balancer that is coupled to the plurality of group 
controllers, and creating and storing a new group session key for each node in each branch of the 
tree that is affected by adding or deleting the node from the group; and distributing a group 
session key from one of the group controllers to the network nodes channel (col.6 line 4 to col. 7 
line 15, col.7 line 25 to col.8 line 65, and col.13 line 57 to col.14 line 10). 



8. Claims 2, 3, 5, 7, 9, 12, 13, 15, 17, 19, 22, 25, 26, 28, and 30 are rejected applied as 
above rejecting Claims 1, 11,21, and 24. Furthermore, Mittra teaches and describes 
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- distributing a group session key further comprises: receiving a token value at the group 
controller to designate the group controller as having permission to selectively generate the 
group session key and to generate node keys associated with the intermediate nodes and the leaf 
nodes; and creating and storing the group session key only when the group controller has the 
token value (col.2 line 8 to line 20); 

- distributing a group session key further comprises: determining whether the secure 
multicast or broadcast group has a node that is leaving the secure multicast or broadcast group, 
determining which of the intermediate nodes are affected by the leaving node, updating keys 
associated with the affected intermediate nodes, generating a new group session key, and sending 
the new group session key to the leaf nodes (col. 8 line 36 to line 67); 

- distributing a group session key further comprises: receiving a request message from 
one of the plurality of nodes to join the secure multicast or broadcast group, determining which 
of the intermediate nodes are affected by the joining node, updating keys associated with the 
affected intermediate nodes; generating a new group session key and a private key of the joining 
node; and sending a message comprising the new group session key, the private key, and the 
updated keys of affected intermediate nodes to the joining node (col.7 line 26 to col.8 line 35). 

- receiving a request comprises receiving the request at a load balancer having a single 
virtual address that represents the plurality of group controllers, and establishing a secure 
communication channel comprises exchanging a public key of the group controller with all other 
group controllers in the plurality of replicated group controllers based upon optimized broadcast 
Diffie-Hellman protocol (col.6 line 3 to line 61). 
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- distributing a group session key further comprises: receiving a token value at the group 
controller to designate the group controller as having permission to selectively generate the 
group session key and to generate node keys associated with the intermediate nodes and the leaf 
nodes; and creating and storing the group session key only when the group controller has the 
token value (col.2 line 8 to line 20). 

- distributing a group session key further comprises: determining whether the secure 
multicast or broadcast group has a node that is leaving the secure multicast or broadcast group, 
determining which of the intermediate nodes are affected by the leaving node, updating keys 
associated with the affected intermediate nodes, generating a new group session key; and sending 
the new group session key to the leaf nodes (col. 8 line 36 to line 67). 

- distributing a group session key further comprises: receiving a request message from 
one of the plurality of nodes to join the secure multicast or broadcast group, determining which 
of the intermediate nodes are affected by the joining node; updating keys associated with the 
affected intermediate nodes; generating a new group session key and a private key of the joining 
node; and sending a message comprising the new group session key, the private key, and the 
updated keys of affected intermediate nodes to the joining node (col.7 line 26 to col.8 line 35). 

- the steps of generating the group session key only when the first group controller is 
designated as a master group controller that is authorized to join nodes and generate group 
session keys (col. 12 line 50 to col. 13 line 18); 

- step of distributing further comprises: circulating a token among the plurality of group 
controllers to designate the one group controller as having permission to selectively generate the 
group session key and keys associated with the intermediate nodes and the leaf nodes; and 
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selectively generating the group session key based upon the circulating step (col.2 line 8 to line 
20, and col.13 line 39 to line 56) 

- addressing the plurality of group controllers using a single virtual address (col. 6 line 3 
to line 61, and col.4 line 56 to col. 5 line 12). 



9. Claims 4, 6, 8, 10, 14, 16, 18, 20, 23, 27, and 29 are rejected applied as above rejecting 
claims 3, 5, 7, 13, 15, 17, 22, 26, and 28. Furthermore, Mittra teaches and describes a system and 
method, wherein: 

- updating keys comprises: generating a new key of a parent node of the leaving node; 
and encrypting the new key of the parent node with a key of a node adjacent to the parent node, 
and updating keys comprises performing a one way hash function on the keys associated with the 
affected intermediate nodes (col. 8 line 37 to line 67,and col. 13 line 59 to line 67); 

- the step of load balancing network traffic that is directed from a plurality of the nodes to 
the plurality of group controllers (col. 12 line 50 to col.l31ine 18); 

- establishing a secure communication channel comprises: receiving a public key value 
that is broadcast by the Joining node, sending a collective public key value from the nodes to the 
joining node, computing a shared secret key; creating and storing a group shared secret key by 
exchanging private key values (col. 12 line 60 to col.13 line 18); 

- the steps of successively designating different ones of the group controllers as the 
master group controller in real time (col. 12 line 50 to col.13 line 18). 
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Conclusion 



Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Syed Zia whose telephone number is 703-305-3881. The 
examiner can normally be reached on Monday - Friday 9:00 AM to 5:00 PM EST. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Ayaz Sheikh can be reached on 703-305-9648. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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March 31, 2004 



